
AP RACING BRAKE KIT 
WHEEL FIT CONFIRMATION 

 
 
Be sure to inspect vehicle hubs for excessive run out or free play prior to installation. Installation of this 
kit using out of specification hubs can lead to premature rotor failure (warping). When Installing kits that 
require longer wheel studs you should take great care not to damage the hub when pressing in the new 
studs. 
 
This AP RACING High Performance Brake Kit is equipped with high performance brake pads. These pads 
are not equipped with wear sensors. It is important to inspect the pad wear between 5,000 ‐ 7,000 miles 
to determine the actual  life remaining. Bonded brake pads should be replaced when worn down with 
2/32”  friction material  remaining.  Failure  to do  so  can damage  the  rotors by metal  to metal  contact 
between the rotor and the brake pad backing plate. 
 

It is the Installer’s responsibility to advise their Customers of this warning! 
 
The size of this brake upgrade makes wheel selection an important part of the complete package. These 
components  are much  larger  than  the  stock  brake  components  and may  require  larger wheels.  The 
clearance  between  the  back  of  the wheel  spoke  and  the  caliper  face  needs  to  be  checked  prior  to 
tightening  the wheel.  Some  brake  kits may  extend  the wheel  track.  If  there  is  any  doubt  to wheel 
selection, clearance, or track extension call the STILLEN Brake Pros technical staff at (714) 755‐6688. 
 
BRAKE KITS ARE NON‐RETURNABLE ONCE THEY HAVE BEEN INSTALLED. 
 
WHEEL CLEARANCE CONFIRMATION 
 
Customer Name:      

Account #:     

Brake Kit Part #:     

Vehicle Application:     
 
 
We provide a template for each kit that is designed to be printed out 
and used to check wheel clearance. By signing below, you verify that 
you have done this and that there is adequate clearance on both the 
wheel diameter and spokes to safely accommodate this brake kit. 
 
 
Confirmed Wheel Fitment: 
 
 
   
  Customer Signature  Date 


