
PHOTO 6 & 7 – CUP HOLDER REINSERTED INTO CONSOLE AND LID CLOSURE.

14-19 STOP FLOP CONSOLE CUP HOLDER

PHOTO 1 – THE STOP FLOP CUP HOLDER MOUNTS INTO THE FACTORY
     CONSOLE TRAY WITH SUPPLIED SELF-ADHESIVE TAPE.

PHOTO 5 – WHEN DONE, THE STOP FLOP CUP HOLDERS CAN BE LOWERED
                   BY GENTLY PUSHING DOWN. THIS ALLOWS THE EXTENDED CUP
                   HOLDER TO BE REINSERTED INTO THE TRAY ALLOWING FOR THE
                   FACTORY CONSOLE COVER TO BE USED.

PHOTO 3 & 4 – EXTENDED CUP HOLDER SHOWING USE
                  WITH WATER BOTTLES.

PHOTO 2 – ONCE INSTALLED, THE CUP HOLDERS CAN BE PULLED INTO 
      THE UP POSITION FOR USE. IN THE UP POSITION THE CUP 
      HOLDERS SURROUND WATER BOTTLES, COFFEE CUPS, ETC. 
      TO KEEP THEM FROM FALLING OVER DUE TO THE LOW DESIGN
      OF THE FACTORY CUP HOLDER.
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