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                 1958-60 CORVETTE 
CONTROL PANEL 
CONVERSION KIT

473158

   an ISO 9001: 2008 Registered Company
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CONTROL KIT
473158

No QTY PART No. DESCRIPTION

  1.
  2.
  3.
  4.
  5.
  6.
  7.

3
1
3
2
5
1
2

246018-0
232002-VUA
497008
186011
21301-VUP
117000
117001

ROTARY POT ASM
GEN IV UNIVERSAL CONTROL HARNESS
KNOB, 58-60 VETTE CONTROL
WASHER .625 OD x .281 ID
4” TIE WRAP
ADAPTER, 58-62 CORVETTE CONTROL POT UPPER
ADAPTER, 58-62 CORVETTE CONTROL POT LOWER

** BEFORE BEGINNING INSTALLATION OPEN ALL PACKAGES AND CHECK CONTENTS OF SHIPMENT.
    PLEASE REPORT ANY SHORTAGES DIRECTLY TO VINTAGE AIR WITHIN 15 DAYS.  AFTER 15 DAYS,
    VINTAGE AIR WILL NOT BE RESPONSIBLE FOR MISSING OR DAMAGED ITEMS. 
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ROTARY POT CONTROL CONVERSION
INSTRUCTIONS FOR
1958-60 CORVETTE

OEM CENTER CONSOLE HEATER CONTROL BEZEL
DISCONNECT CABLES, WIRES FROM BACK OF CONTROL BEZEL. 
REMOVE OEM CONTROL BEZEL.

OEM CENTER
CONSOLE HEATER
CONTROL BEZEL
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ROTARY POT INSTALLATION
CUT 1/8” SLOT IN OEM DEFROSTER PULL FAN HOLE IN CONTROL BEZEL. SEE BELOW. 
LOCATE THE (3) ROTARY POT ASSEMBLIES, AND INSTALL IN OEM CONTROL BEZEL AS SHOWN BELOW.
TIE WRAP WIRES TO ROTARY POTS AS SHOWN.
INSTALL CONTROL KNOB AS SHOWN BELOW.  

WHT
WHT/GRN
RED

TOP VIEW

WHT
WHT/YEL
RED

WHT
WHT/RED
RED

(3) CONTROL
KNOBS
497008

TIE 
WRAP

(3) NUTS

(2) WASHERS

OEM
CONTROL

BEZEL

(2) CONTROL 
POT ADAPTER 

LOWER
117001

ORIENTATION OF
WIRING

CONTROL 
POT ADAPTER 

UPPER
117000

ORIENTATION OF
WIRING

(3) ROTARY POT
ASM

246018-0

CUT 1/8”
SLOT

1/8

1/8

BACK SIDE
OF CONTROL

PANEL
OEM DEFROSTER
PULL FAN HOLESET 

SCREW
ROTARY POT

SHAFT

FAN

MODE TEMP
SET 

SCREW
SET 

SCREW
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PLUG THE WIRING HARNESS INTO THE ECU MODULE ON SUB CASE. SEE BELOW.
WIRE ACCORDING TO WIRING DIAGRAM ON PAGE 7.

 

PLUG
FROM

CONTROL
WIRING

HARNESS
232002-VUA

PLUG
FROM

WIRING
HARNESS

232600-VUA
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WHT/GRN

WHT/YEL
WHT/RED

RED

WHT
BACKLIGHT NEG

FAN WIPER

MODE WIPER

TEMP WIPER

5V-SW

GND

BACKLIGHT POS

AC ANNUNCIATOR

PRE-WIRED

GEN IV WIRING DIAGRAM
REV D, 5/6/2014

GEN IV ECU

PROGRAM

Wiring Diagram

TEMP

MODE

FAN

A/C
(IF USED)

232007-VUR

232002-VUA

** CIRCUIT
BREAKER
30 AMP

*** WIDE OPEN
THROTTLE
SWITCH

(OPTIONAL)

* DASH LAMP
(IF USED)

Dash Lamp Is Used Only With Type 232007-VUR Harness.
Warning: Always Mount Circuit Breaker As Close to the Battery As Possible. (NOTE: Wire Between
Battery and Circuit Breaker Is Unprotected and Should Be Carefully Routed to Avoid a Short
Circuit).
Wide Open Throttle Switch Contacts Close Only at Full Throttle, Which Disables A/C 
Compressor.

JF8

BLK
ORA

TAN

VIEWED FROM WIRE SIDE

•
•

•

HEATER
CONTROL VALVE
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OPERATION OF CONTROLS

 

THIS KNOB CONTROLS
THE BLOWER SPEED, 

FROM OFF TO HI

BLOWER SPEED

ROTATE THE KNOB TO
THE LEFT TO DIRECT AIR 

FLOW TO THE DASH VENTS

MODE KNOB

TEMPERATURE KNOB
 IN A/C MODE ROTATE 

THE TEMPERATURE KNOB
ALL THE WAY LEFT TO 

THE COLD POSITION TO
ENGAGE COMPRESSOR.
(ROTATE KNOB LEFT OR 

RIGHT TO ADJUST 
DESIRED TEMPERATURE) 

ROTATE KNOB RIGHT
TO DESIRED BLOWER

SPEED FROM OFF TO HI.

BLOWER SPEED

ROTATE THE KNOB TO
THE RIGHT TO DIRECT

AIR FLOW TO THE 
DEFROST VENTS.

MODE KNOB

TEMPERATURE KNOBROTATE KNOB RIGHT
TO DESIRED BLOWER

SPEED FROM OFF TO HI.

BLOWER SPEED

ROTATE THE KNOB 
TO THE CENTER TO 

DIRECT AIR FLOW TO 
THE FLOOR.

MODE KNOB

 TEMPERATURE KNOB
IN HEAT MODE ROTATE

THE TEMPERATURE KNOB 
ALL THE WAY RIGHT TO 

THE HOT POSTION. 
(ROTATE KNOB LEFT 

OR RIGHT TO ADJUST 
DESIRED TEMPERATURE)

 

ROTATE KNOB LEFT OR 
RIGHT TO ADJUST 

DESIRED TEMPERATURE.
(COMPRESSOR IS 
AUTOMATICALLY 

ENGAGED)

 

THE TEMPERATURE KNOB TOGGLES BETWEEN A/C AND HEAT MODES. FOR A/C MODE ROTATE THE 
TEMPERATURE KNOB ALL THE WAY LEFT. FOR HEAT MODE ROTATE THE KNOB ALL THE WAY TO THE 
RIGHT TO DISENGAGE THE COMPRESSOR, THEN MOVE THE KNOB TO SELECT DESIRED TEMPRERATURE.

NOTE: EACH TIME THE SYSTEM TOGGLES BETWEEN MODES, 
THE BLOWER WILL MOMENTARILY CHANGE SPEEDS.

ALL SWITCHES ARE VARIABLE BETWEEN POSITIONS, 
SYSTEM WILL PERFORM A BLEND BETWEEN THE 
FUNCTIONS. 

BLOWER 
SPEED

MODE
KNOB

A/C MODE

TEMPERATURE
KNOB

12 1

2
3

4

57

8

9
10

11

OFF

DASH

FLOOR

DEF COLD HOT

HI

DEFROSTER PULL
FAN

AIR
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2
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LO HI

TEMP.

DEFROSTER PULL
FAN

AIR

12 1

2
3

4

57

8
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11

LO HI

TEMP.

DEFROSTER PULL
FAN

HEAT MODE
DEFROST/ DE-FOG 

MODE
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CONTROL KIT
473158

No QTY PART No. D CHECK LISTESCRIPTION

CHECKED BY:
PACKED BY:

DATE:

1

4 5 6

2 3

  1.
  2.
  3.
  4.
  5.
  6.
  7.

3
1
3
2
5
1
2

246018-0
232002-VUA
497008
186011
21301-VUP
117000
117001

ROTARY POT ASM
GEN IV UNIVERSAL CONTROL HARNESS
KNOB, 58-60 VETTE CONTROL
WASHER .625 OD x .281 ID
4” TIE WRAP
ADAPTER, 58-62 CORVETTE CONTROL POT UPPER
ADAPTER, 58-62 CORVETTE CONTROL POT LOWER
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